
1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

STANDARD BACK PANEL
DESCRIPTION
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UNLESS OTHERWISE SPECIFIED

DO NOT SCALE

CUSTOMERDATE DWG
BPJ3024AL

± 0.03 ± 0.010

Robroy Enclosures
500 Maple Street

Belding, Michigan 48809
Phone: 616-794-0700
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SPECIAL REQUIREMENTS

MATERIAL: 3003 - H14 ALUMINUM

THIS DRAWING IS THE SOLE AND EXCLUSIVE
PROPERTY OF ROBROY ENCLOSURES.

NO PART OF THIS DRAWING MAY BE 
REPRODUCED, DISTRIBUTED, OR PUBLICALLY 
DISPLAYED IN ANY FORM OR BY ANY MEANS 

WITHOUT THE EXPRESS WRITTEN 
PERMISSION OF ROBROY ENCLOSURES.

ALL RIGHTS RESERVED
UNDER THE COPYRIGHT LAWS.

COPYRIGHT ©          ROBROY ENCLOSURES

STANDARD P/N:
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0.128
(8 GAUGE)

q(BP)

q(BP)

12.625

25.250

27.00

0.875
TYP

9.625

19.250

21.00

0.875
TYP

n0.50 (4x)

NOTES:
1. PANEL SHALL BE FREE FROM BURRS & SHARP EDGES
2. PANEL SHALL BE FLAT
3. MISALIGNED EDGES EXCEEDING 0.005" (STEPS) SHALL NOT BE PERMITTED
4. ALL EDGES SHALL BE SQUARE AND PARALLEL
5. PANEL SHALL HAVE CLEAR PVC FILM ON ONE SIDE
6. PANEL SHALL BE PACKAGED IN CARDBOARD WITH NO METAL (STAPLES)


